
Description

Max. capacity(g)
Readability(g)
Min weighing(g)
Stable Time
Display
Pan size
Operation temp
Repeat ability
Linearity
Draft shield size
Cal.weight
Option
Packing size
G . weight

200          300    500              600 
0.001    
0.004    
≤3s    
LCD(white back light with black font)   
Φ80mm    
5-25℃    
±0.002g    
±0.003g    
240mmx190mmx265mm    
200g                    Internal Calibration  
RS232C & RS486,Printer    
Inside:415x285x430mm Outside:475x315x485mm
10kgµL    

Specifications
Model BA-N203     BA-N303   BA-N503      BA-N603

Electromagnetic sensor

 
BA-N 
(Internal Calibration)

  

Aluminum shell Large 
space wind proof cover

 

LCD(White back light with 
black font)

Tare function/
Counting/Unit 
conversio(g/mg/ct/oz)…
 

Sensitivity/Speed 
set/Percentage

Overload alarm/Fault 
alarm/Level indicator

Option:
Under weighing/Printer

BA-N1104     BA-N1204     BA-N2004     BA-N2104     BA-N2204

Description

Max. capacity(g)
Readability(g)
Min weighing(g)
Stable Time
Display
Pan size
Operation temp
Repeat ability
Linearity
Draft shield size
Cal.weight
Option
Packing size
G . weight

110                          120                         200                         210                          220
0.0001    
0.0004    
≤3s    
LCD（white back light with black font）    
Φ80mm    
5-25℃    
±0.0002g    
±0.0003g    
240mmx190mmx265mm    
Internal Calibration    
RS232(Standard)   
Inside：415x285x430mm   Outside：475x315x485mm
10kg    

Specifications
Model BA-N1104          BA-N1204          BA-N2004          BA-N2104          BA-N2204

Internal auto calibration

Under weighing

 

Unit conversion
(g/mg/ct/oz)…
 

Aluminum shell/Large 
space wind proof cover

 
Tare function/
Counting/Percentage

Analytical Balance
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0.0001g Analytical Balance 0.001g Analytical Balance

BA-N203 BA-N303 BA-N503 BA-N603

Sensitivity/Speed set

 

Electromagnetic force 
sensor
 

LCD(White back light 
with black font)

One key/Time trigger 
internal calibration

Overload alarm/Fault 
alarm/Level indicator
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仕　　様　：　OSK 97JP　N1104-2204

HMM
テキスト ボックス
製品概要

HMM
テキスト ボックス
仕　　様　：　OSK 97JP　Nシリーズ

HMM
テキスト ボックス
内部自動キャリブレーション

HMM
テキスト ボックス
計量中

HMM
テキスト ボックス
単位換算(g/mg/ct/オンス)...

HMM
テキスト ボックス
アルミシェル/大型 スペース防風カバー

HMM
テキスト ボックス
風袋引き機能 カウント/パーセンテージ

HMM
テキスト ボックス
感度/速度設定

HMM
テキスト ボックス
電磁力センサー

HMM
テキスト ボックス
液晶ディスプレイ（白色バックライト 黒文字）

HMM
テキスト ボックス
ワンキー/タイムトリガー 内部キャリブレーション

HMM
テキスト ボックス
過負荷アラーム/故障 アラーム/レベルインジケータ

HMM
テキスト ボックス
電磁センサー

HMM
テキスト ボックス
BA-N (内部校正）

HMM
テキスト ボックス
アルミシェル 大型 防風カバー

HMM
テキスト ボックス
LCD（白色バックライト 黒文字)

HMM
テキスト ボックス
風袋引き機能 カウント/単位 換算(g/mg/ct/oz)...

HMM
テキスト ボックス
感度/速度設定/パーセンテージ

HMM
テキスト ボックス
過負荷アラーム/エラー アラーム/水平インジケータ

HMM
テキスト ボックス
オプション計量中/プリンター

HMM
テキスト ボックス
05/

HMM
テキスト ボックス
/06

HMM
テキスト ボックス
分　析　天　秤

HMM
スタンプ

HMM
スタンプ

HMM
タイプライタ
高田馬場支店 〒169-0075 東京都新宿区高田馬場 4-10-11  Tel:03-6908-5257 FAX:03-6908-5258 sales@ogawaseiki.jpn.org

HMM
スタンプ

HMM
スタンプ

HMM
タイプライタ
高田馬場支店 〒169-0075 東京都新宿区高田馬場 4-10-11  Tel:03-6908-5257 FAX:03-6908-5258 sales@ogawaseiki.jpn.org

HMM
テキスト ボックス
　OSK 97JP　N1104-2204

HMM
テキスト ボックス
　OSK 97JP　Nシリーズ

HMM
テキスト ボックス
　0.0001g 　分　析　天　秤


